
 

 

2024 LynK Midget Chassis Bolt Kit 

 

BOLTS 
Part # Description Application Qty 
TB1032375F 
 
 
 
 

10-32 thread 
3/8” flanged hex 
head 
0.375” length 

Floor Pan bolts 10 

SB1024375BH 
 

10-24 thread 
Dome allen head 
steel 
0.375” length 
 

Fuel shut off bolts 2 

TB1032625F 
 
 
 
 

10-32 thread 
3/8” flanged hex 
head 
0.625” length 

Throttle housing 
bolts 

2 

TB1032100F 
 
 
 
 

10-32 thread 
3/8” flanged hex 
head 
1.000” length 

Oil Tank Mounting 
bolts 

2 

TB1032100RHF 
 
 
 
 

10-32 thread 
1/4” flanged hex 
head 
1.000” length 

Throttle linkages 4 

TB1032125F 
 
 
 
 

10-32 thread 
3/8” flanged hex 
head 
1.250” length 

Torque tube hoop 
bolts 

2 

TB10321375F 
 
 
 
 

10-32 thread 
3/8” flanged hex 
head 
1.375” length 

Nerf bolts 14 

TB14125BH 
 
 
 

1/4-28 thread 
Dome allen head 
5/32” 
1.250” length 

Fuel Cell Top Plate 12 



TB14225F 
 
 
 
 

¼-28 thread 
5/16” flanged hex 
head 
2.250” length 

Gas Pedal Pivot bolt 1 

TB516500BH 
 
 
 
 

5/16-18 thread 
Dome allen head 
3/16” 
0.500” length 

Sprint / Midget 
Steering Wheel hub 

3 

TB516140F 5/16-24 thread 
3/8” flanged hex 
head  
1.400” length 

Removable Radiator 
cross brace  

2 

TB516170F 5/16-24 thread 
3/8” flanged hex 
head 
1.700” length 
 

Steering Gear Plate 
mounting bolts 

2 

TB516175F 5/16-24 thread 
3/8” flanged hex 
head 
1.750” length 
 

Alum seat mounting 
clamp 

4 

TB516200F 
 
 
 
 

5/16-24 thread 
3/8” flanged hex 
head 
2.00” length 

Brake Pedal Rod 
End bolt 

1 

TB516200CS 5/16-24 thread 
3/8” flanged hex 
head 
2.000” length 
 

Motor Plate bolts 6 

TB516285F 5/16-24 thread 
3/8” flanged hex 
head 
2.000” length 
 

Brake M/cyl mount 2 

TB38875F 
 
 
 

5/16-24 thread 
7/16” flanged hex 
head 
0.875” length 
 

Half Box mounting 
bolts 

2 

TB3816875F 3/8-16 thread 
7/16” flanged hex 
head 
0.875” length 
 

Torque Ball Housing 
bolts 

6 

TB38100FD 
 
 
 
 

3/8-24 thread 
7/16 hex head 
1.00” length 
Hex head drilled for 
lock wire 

LF caliper mounting 
Option Steering box 
clamp bolts 

4 



TB381250FD 
 
 
 
 
 

3/8-24 thread 
7/16 hex head 
1.25” length 
Hex head drilled for 
lock wire 

Option Steering box 
clamp bolts 

2 

TB3816100F 
 
 
 

3/8-16 thread 
7/16” flanged hex 
head 
1.000” length 
 

Rear Engine mount 
bolts 

4 

TB3816125F 
 
 
 
 

3/8-16 thread 
7/16” flanged hex 
head 
1.250” length 
 

Rear Engine mount 
bolts 

1 

TB3816146BH 
 
 
 
 
 

3/8-16 thread 
Button head 
1.460” length 
Full Thread 
Bullet nose 

Direct Mount Front 
Hub Stud 

10 

TB3816175FD 
 
 
 
 
 
 

3/8-16 thread 
7/16” flanged hex 
head 
1.75” length 
Hex head drilled for 
lock wire 

Rear Caliper 
mounting bolt 

2 

TB381825F 3/8-24 thread 
7/16” flanged hex 
head 
1.825” length 
 

Brake Pedal Pivot 
bolt 

1 

TB38220F 3/8-24 thread 
7/16” flanged hex 
head 
2.200” length 
 

Jacobs ladder strap 2 

TB7160875 
 
 
 
 

7/16”-20 thread 
7/16” flanged head 
0.875” length 
Natural colour 

Crank U-joint bolts 4 

TB716100CS 
 
 
 
 
 
 
 
 
 

7/16-20 thread 
Countersunk head 
1.000” O/A length 
Full thread length 

Rear Radius Rod 
Mounting Plate bolt 
Uses T40 torx 

4 



TB716175FD 
 
 
 
 
 
 
 

7/16-20 thread 
9/16” Flanged hex 
head 
1.750” length 
1.250” thread length 
Hex head drilled for 
lock wire 

Upper Steering Arm 4 

TB716200CS 
 
 
 
 

7/16-20 thread 
Countersunk head 
2.000” length 
1.000” thread length 

Lower Steering Arm 2 

TB12073CS 
 
 
 
 

½-20 thread 
Countersunk head 
0.730” length 
Full thread length 

LF Rotor bolt 3 

TB12125F 
 
 
 
 
 

½-20 thread 
9/16” Flanged hex 
head 
1.250” length 
0.625” thread length 

Front axle  
Rear radius rod / rod 
end plate 

5 

TB12150FD 
 
 
 
 
 
 
 

½-20 thread 
9/16” Flanged hex 
head 
1.500” length 
1.00” thread length 
Hex head drilled for 
lock wire 

Panhard,  
LF & RF Radius 
rods,Birdcage / 
Upper Radius rod 

8 

TB12175F 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

½-20 thread 
9/16” Flanged hex 
head 
1.750” length 
0.625” thread length 

LR upper shock  1 



PINS / STUDS 
Part # Description Application Qty 

TP38115 
 
 
 

3/8” Clevis Pin 
1.115” effective 
length 

Jacobs Ladder rod 
end mount 

1 

TP12115 
 
 
 

½” Clevis Pin 
1.115” effective 
length 

Jacobs Ladder rod 
end mount pin 

1 

TP3844350 
 
 
 

3/8” Pin 
4.300” effective 
length 

Jacobs Ladder 
Chassis mount pin 

2 

S381375 
 
 

0.385 ID 
1.417” length 

Ladder chassis pin 
springs 

4 

RC12 
 

½ rue clip Pin clip 1 

RC38 
 

3/8 rue clip Pin clip 3 

AS38500 3/8” alum spacer 
0.500” width 

Alum Jacobs ladder 
mount spacer 

2 

TSTM 
 
 
 
 

3/8-16 – 3/8-24 
threads 5/32” Allen 
hex 
1.750” O/A length 

Torque tube collar 
stud 

6 

TST12 
 
 
 

½-20 threads 
9/16” hex flat 
2.110” length 

Shock ONS 
 

5 

TST12S 
 
 
 

½-20 threads 
9/16” hex flat 
1.9475” length 

Pitman / Steering 
arm 

4 

TST1228875R 
 
 
 
 
 
 

½-20 threads 
9/16” hex flat 
0.800” spacer 
incorporated 
2.8875” overall 
length 

Right Rear Shock 
Lower ONS 

1 

TST1226375L 
 
 
 
 
 
 
 
 
 

½-20 threads 
9/16” hex flat 
0.550” spacer 
incorporated 
2.6375” overall 
length 

Left Rear Shock 
Lower ONS 

1 



NUTS 

Part # Description Application Qty 

SN1032B 10-32 
Thin steel nyloc 

 32 

SN1428B ¼-28 thread 
Thin steel nyloc 

 1 

TN516FN 5/16-24 flanged 
nyloc half nut 
3/8” hex 
0.250” height 

 14 

TN3816F916 
 
 
 

3/8-16 thread 
9/16” Hex head 
Flanged nut 

Direct Mount Hub 
Flanged nut 

10 

TN3824FN 
 
 

3/8-24 thread 
7/16” Hex head 
Flanged Nyloc nut 

 12 

TN12FN 
 

½” nyloc half nut 
9/16” hex 
0.38” height 

 20 

 

 

ASSEMBLY LUBE IS SUPPLIED IN THE KIT.  

NYLOCK NUT NYLON LOCKING RING REQUIRES LUBRICANT TO PREVENT EXCESSIVE 

WEAR. 


